
Step by step tutorial: of Samsung Galaxy A6+ Volume pusher

For this tutorial you will need the following spared parts and tools that you cant get at our online store Impextrom.com
Click on a tool for visit the website.

Heat-opening thermal 
mat, CPB320

69,61 €

Opening tool 
Smartphone, tablet

2,19 €

tweezers ESD-11

2,51 €

6-in-1 screwdriver, K-
8107 with different 

heads, in blister

7,52 €

Step 1 - Opening

Use the thermal mat for a couple of minutes. Separate the screen using the opening tool, respecting the flex of the lower part of the 
terminal. With the tweezers remove the shielding of the connection. Use the opening tool to release the connection and remove the 
screen.
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http://www.nadiemellamagallina.com
https://www.impextrom.com
https://impextrom.com/en/tapete-termico-de-apertura-mediante-calor-cpb320-p999997440
https://impextrom.com/en/herramienta-plastica-profesional-de-apertura-para-moviles-p999974010
https://impextrom.com/en/pinzas-ultrafinas-rectas-esd-11-p999958048
https://impextrom.com/en/destornillador-profesional-6-en-1-k-8107-en-blister-p1000103800
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Step 2 - Remove intermediate housing

Remove the Phillips screws (PH # 00) that hold the housing. With the opening tool separate the middle housing and remove it.
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Step 3 - Remove pushbutton

With the clamps remove the button.
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