
Step by step tutorial: of Elephone P9000 Smart push button

For this tutorial you will need the following spared parts and tools that you cant get at our online store Impextrom.com
Click on a tool for visit the website.

Head made of 
synthetic carbon steel 
with titanium handle

18,63 €

Professional Double 
Plastic Device 
Opening Tool

1,52 €

Double SMD 
soldering station, 

Baku 878

59,85 €

Professional 
disassembly spatula 
for mobile phones 
and smartphones

2,71 €

Screwdriver with 8 
heads Peng Fa 7339A

6,96 €

Opening tool 
Smartphone, tablet

2,19 €

Pinza antiestática 
ESD redondeada

3,06 €

Special SAT 0.70mm 
PET pick, high friction 

and resistance

1,25 €

Professional tool, 
precision cutter

4,98 €

Touch ESD glove, for 
antistatic protection, 

size M

4,16 €

Step 1 - Back case

We will start by removing the back covers. To do this, we will leverage with an opening tool until they are dislodged.
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http://www.nadiemellamagallina.com
https://www.impextrom.com
https://impextrom.com/en/herramienta-apertura-cabezal-acero-al-carbono-y-mango-titanio-p1000021910
https://impextrom.com/en/herramienta-profesional-plastica-doble-apertura-dispositivos-p999985023
https://impextrom.com/en/estacion-doble-de-soldadura-smd-baku-878-p999981782
https://impextrom.com/en/espatula-profesional-desmontaje-moviles-y-smartphones-p999981747
https://impextrom.com/en/estuche-destornillador-con-8-puntas-peng-fa-7339a-p999950161
https://impextrom.com/en/herramienta-plastica-profesional-de-apertura-para-moviles-p999974010
https://impextrom.com/en/pinza-antiestatica-esd-redondeada-p999984775
https://impextrom.com/en/pua-especial-sat-0-70mm-pet-de-alta-friccion-y-resistencia-p1000112672
https://impextrom.com/en/herramienta-profesional-de-corte-cortador-de-precision-p999993731
https://impextrom.com/en/guante-esd-tactil-para-proteccion-antiestatica-talla-m-p999992531
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Step 2

Remove the screws that hold the casing and disengage.
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Step 3 - Disconnect components

We disconnect the components of the base plate and remove the adhesives that hold it.
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Step 4 - Disconnect components

Take off the flash, the side button and the headset.
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Step 5 - Removing the motherboard

Remove the SIM / SD tray and lift the plate. Before removing it, we cut the adhesive that holds it.
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Step 6 - Smart push button

All that remains is to desolder the button on the motherboard and remove it.
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