
Step by step tutorial: of Blackview BV4000 Pro Auxiliary plate

For this tutorial you will need the following spared parts and tools that you cant get at our online store Impextrom.com
Click on a tool for visit the website.

Professional Double 
Plastic Device 
Opening Tool

1,52 €

Double SMD 
soldering station, 

Baku 878

59,85 €

Kit of 10 precision 
screwdrivers for repair

7,90 €

Opening tool 
Smartphone, tablet

2,19 €

Pinza antiestática 
ESD redondeada

3,07 €

Step 1 - Back case

We extract the eleven Phillips screws (PH # 00) that hold the back shell, and with the help of a flat tool we will unhook the back 
shell.
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http://www.nadiemellamagallina.com
https://www.impextrom.com
https://impextrom.com/en/herramienta-profesional-plastica-doble-apertura-dispositivos-p999985023
https://impextrom.com/en/estacion-doble-de-soldadura-smd-baku-878-p999981782
https://impextrom.com/en/kit-de-10-destornilladores-de-precision-para-reparacion-p999985636
https://impextrom.com/en/herramienta-plastica-profesional-de-apertura-para-moviles-p999974010
https://impextrom.com/en/pinza-antiestatica-esd-redondeada-p999984775


Step 2 - Drums

We remove the battery.
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Step 3 - Intermediate housing

Remove the ten Phillips screws (PH # 00) that hold the intermediate housing and with a flat tool unhook the intermediate housing.

Step 4 - Components

We take off and disconnect the components of the phone's chassis.
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Step 5 - Auxiliary plate with components

We remove the Phillips screw (PH # 00) and the adhesives that hold the auxiliary plate with components.
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Step 6 - Auxiliary plate

Finally we will desoldaremos the microphone and the vibrator of the auxiliary plate that we are going to replace.
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